




































































































































































































































































































































































































































































Clean the Mat Painted Surface

Using plenty of water, clean the mat painted
surface with a soft cloth or sponge. Dry
with a soft, clean cloth.

Use neutral detergent to clean mat painted
surface.

Do not use waxes containing compounds.
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Exhaust Pipe And Muffler Maintenance

The exhaust pipe and muffler is stainless
3teel but may become stained by mud or
ust.

To remove mud or dust, use a wet sponge
and a liquid kitchen abrasive, then rinse
well with clean water. Dry with chamois or a
soft towel.

If necessary, remove heat stains by using a
commercially available fine texture
compound. Then rinse by the same manner
as removing mud or dust.



STORAGE GUIDE

Extended storage, such as for winter,
requires that you take certain steps to
reduce the effects of deterioration from
non-use of the motorcycle. In addition,
necessary repairs should be made BEFORE
storing the motorcycle; otherwise, these
repairs may be forgotten by the time the
motorcycle is removed from storage.

STORAGE

1. Change the engine oil and filter.

2. Make sure the cooling system is filled
with a 50/50 % antifreeze solution.

3. Empty the fuel tank into an approved
petrol container using a commercially
available hand siphon or an equivalent
method. Spray the inside of the tank with
an aerosol rust-inhibiting oil.

Reinstall the fuel fill cap on the tank.

-SME!I[E_

Petrol is highly flammable and
explosive. You can be burned or
seriously injured when handling fuel.

e Stop the engine and keep heat,
sparks, and flame away.

» Refuel only outdoors.

* Wipe up spills immediately.
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4.To prevent rusting in the cylinders,
perform the following:

¢ Remove the ignition coil connectors
and ignition coils from the spark plugs.
Using tape or string, secure the
connectors to any convenient plastic
body part so that they are positioned
away from the spark plugs.

¢ Remove the spark plugs from the
engine and store them in a safe place.
Do not connect the ignition coils to the
ignition coil connectors.

e Pour a tablespoon (15~—20 cm® of
clean engine oil into each cylinder and
cover the spark plug holes with a piece
of cloth.

o Crank the engine several times to
distribute the oil.

® Reinstall the spark plugs, ignition coils
and ignition coil connectors.
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5. Remove the battery. Store in an area
protected from freezing temperatures
and direct sunlight.

Slow charge the battery once a month.

6. Wash and dry the motorcycle. Wax all
painted surfaces. Coat chrome with
rustinhibiting oil.

7. Lubricate the drive chain (page 112 ).

8. Inflate the tyres to their recommended
pressures. Place the motorcycle on blocks
to raise both tyres off the ground.

9. Cover the motorcycle (don’t use plastic or
other coated materials) and store in an
unheated area, free of dampness with a
minimum of daily temperature variation.
Do not store the motorcycle in direct
sunlight.



REMOVAL FROM STORAGE

1. Uncover and clean the motorcycle.

2. Change the engine oil if more than 4
months have passed since the start of
storage.

3. Charge the battery as required. Install the
battery.

4. Drain any excess aerosol rust-inhibiting
oil from the fuel tank. Fill the fuel tank
with fresh petrol.

5. Perform all Pre-ride Inspection checks
(page 72 ).

Test ride the motorcycle at low speeds in
a safe riding area away from traffic.
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SPECIFICATIONS

DIMENSIONS
Overall length

Overall width

Overall height
Wheelbase

CAPACITIES

Engine oil  After draining
After draining and
oil filter change
After disassembly

Fuel tank

Cooling system capacity

Passenger capacity

Maximum weight capacity
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2,010 mm (79.1in) ... Except U type
2,020 mm (79.5in} ... U type

690 mm (27.2 in) ... Except U type
685 mm (27.0in) ... U type

1,115 mm (43.9in)

1,395 mm {54.9 in)

2.682(2.7USqt,2.3Imp qt)

2.90(3.1US qt, 2.6 Imp qt)
3.52(3.7US qt, 3.1 Impqt)

18.0 2 (4.76 US gal , 3.96 Imp gal)
3.150(3.33US gt, 2.77 Imp qt)
Operator and one passenger

180 kg (397 Ibs) ... Except MX type
166 kg (366 Ibs) ... MX type



ENGINE

Bore and stroke 67.0 X 42.5 mm (2.64 X 1.67 in)
Compression ratio 12.0:1
Displacement 599 cm? (36.5 cu-in)
Spark plug
Standard IMRI9C-9HES (NGK) or
VUH27D (DENSO)
Idle speed 1,300 = 100 min™ (rpm)
Valve clearance (Cold) Intake 0.20 mm {0.008 in)

Exhaust 0.28 mm {0.011 in)
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CHASSIS AND SUSPENSION
Caster
Trail
Tyre size, Front

Tyre size, Rear

Tyre type
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24°00'
95 mm (3.7 in)
120/70ZR17M/C (58W)
DUNLOP

D218FK
MICHELIN

Pilot SPORTE
{Except U, MX type)
BRIDGESTONE

BTO14F RADIALE
180/55ZR17M/C (73W)
DUNLOP

D218K
MICHELIN

Pilot SPORT E
{Except U, MX type)
BRIDGESTONE

BTO14R RADIAL G
radial-ply, tubeless



POWER TRANSMISSION
Primary reduction
Gear ratio, 1st
2nd
3rd
4th
5th
6th
Final reduction

2111
2.666
1.937
1.611
1.409
1.260
1.166
2.625
2.688

... Except MX type
... MX type
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ELECTRICAL
Battery
Generator

LIGHTS
Headlight
Brake/Tail light
Turn signal light  Front

Rear
Position light
License light

FUSE
Main fuse
FI fuse
Other fuses
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12V—8.6 Ah
0.333 kW/5, 000 min™ (rpm)

12V—55/55 W

LED

12V—21W ...Except BR, MX type
12V—21/5W ...BR, MX type
12V—21W

12V—-5W

12V—-5W

30A
20A
10A,20A



CATALYTIC CONVERTER

This motorcycle is equipped with a catalytic
converter.

The catalytic converter contains precious
metals that serve as catalysts, promoting
chemical reactions to convert the exhaust
gasses without affecting the metals.

The catalytic converter acts on HC, CO, and
NOx. A replacement unit must be an
original Honda part or its equivalent.

The catalytic converter must operate at a
high temperature for the chemical reactions
to take place. It can set on fire any
combustible materials that come near it.
Park your motorcycle away from high
grasses, dry leaves, or other flammables.

A defective catalytic converter contributes
to air pollution, and can impair your engine’s
performance. Follow these guidelines to
protect your motorcycle’s catalytic
converter.

® Always use unleaded petrol. Even a small
amount of leaded petrol can contaminate
the catalyst metals, making the catalytic
converter ineffective.

® Keep the engine tuned-up.
¢ Have your motorcycle diagnosed and

replaced if it is misfiring, backfiring,
stalling or otherwise not running properly.
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NOISE CONTROL SYSTEM (AUSTRALIA ONLY)

TAMPERING WITH THE NOISE CONTROL SYSTEM IS PROHIBITED: Owners are
warned that the law may prohibit : (2) The removal or rendering inoperative by any person
other than for purposes of maintenance, repair, or replacement, of any device or element of
design incorporated into any new vehicle for the purpose of noise control prior to its sale or
delivery to the ultimate purchaser or while it is in use; and (b) the use of the vehicle after
such device or element of design has been removed or rendered inoperative by any person.
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